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Lumen Power 
(W)

Available 
CCT

3000K

4000K

6000K

IP 
Rating

Beam 
AngleLm

2700K

5°/20°/45°/60°/90°

COLOR

CUSTOM

RAL
CUSTOM

FINISH

CUSTOM

BEAM

13 W 1300Lm IP65

BLD10

IP65

Specification

Body Material 

Finish

:  Die Cast Aluminium

:  UV stabilised powder coated black, 

Diffuser

LED Chip 

Binning

Lifespan

CRI

Input Voltage 

:  PC Lampshade

:  CREE

:  3 step MacAdam

:  40,000Hrs

: >80

:  100V-240V  , 50/60Hz

Operating Temperature :  -30°C to 50°C

Warranty :  5 Years against manufacturing defects
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	Magnetic Track Lights: a seamless integration

Their main feature is 𝗮𝗱𝗷𝘂𝘀𝘁𝗮𝗯𝗶𝗹𝗶𝘁𝘆, allowing you to effortlessly move them along the track to precisely direct 💡 where it's needed.

This adaptability proves invaluable in spaces with changing lighting needs, such as art galleries, retail stores, and offices, creating dynamic environments.

✅ CRI > 90
🌡 3000k, 4000k
📐 30 to 90 degrees
𝘊𝘰𝘮𝘱𝘢𝘵𝘪𝘣𝘭𝘦 𝘸𝘪𝘵𝘩 𝘭𝘪𝘯𝘦𝘢𝘳 𝘢𝘯𝘥 𝘱𝘦𝘯𝘥𝘢𝘯𝘵 𝘭𝘪𝘨𝘩𝘵𝘴
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